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FIRMWARE RELEASE NOTES 
 

 

History of firmware updates for the HI 6110 display. 

 

The current released version of firmware: 

Version 2.0.1.0 released 4-6-2016 

1. Adds the WD_Status and PF_Baud parameters to the Profibus screen and detects 

when to display them. 

Previous Versions: 

Version 2.0.0.0 released 1-27-2016 

1. Changed to using a 4 part versioning system. 

2. Added ability to support the XP product line. 

Version 2.23 released 4-30-2015 

1. Added the Setup Wizard for the 6300, 6310, 6500, & 6510, to the display. 

2. Added Multi-point calibration menu for the 6500 units.  

Version 2.11 released 1-27-2015 

1. Added the HardyNet menu to for setting up the network for the HI 6600 system.   

2. Added additional security to the Metrology menus for the HI 6500, HI 6510, HI 

6300, & HI 6310 units. 

3. Added displayed messages of state when special displays like ‘*-*-*-*’ or 

‘*******’ appear. 

Version 2.8 released 1-7-2015 

1. Added ability to be used with the HI 6600 in split screen mode with up to 30 

weigh processor modules. 

2. Added display support for the OIML certification mode for the HI 6300, HI 6310, 

HI 6500, and HI 6510 units. 
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Version 1.55 released 9-5-2014 

1. Added ability to be used with the New product, HI 6600 in split screen mode with 

up to 4 weigh modules. 

Version 1.48 released 6-30-2014 

1. Added the ability to set the Termination link through software for the serial port. 

Version 1.42 released 1-30-2014 

1. Added Profibus feature. 

Version 1.40 released 11-7-2013 

1. Added the debug page 

2. Made Cal Low weight for hard calibration and Ref weight for C2 calibration, two 

different parameters. 

Version 1.34 released 10-14-2013 

1. Updated to support features in the new instruments HI 6500 & HI 6310 with EIP 

option. 

Version 1.21 released 6-26-2013 

1. Updated to support features on the new instrument, HI 6310. 

Version 1.7 released 3-28-2013 

 

1. Initial Release. 


